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PROCESSOR OPTIONS
•	 Intel Atom E3900-3950 Quad Core; 1.6-2.0 GHz, 2MB Cache, 12W TDP

•	 Intel Atom E3900-3930 Dual Core; 1.3-1.8 GHz, 2MB Cache, 6.5W TDP

•	 Intel Atom E3800-3845 Quad Core; 1.91 GHz, 2MB Cache, 10W TDP

•	 Intel Atom E3800-3827 Dual Core; 1.75GHz, 1MB Cache, 8W TDP

 

CUSTOMIZED TO YOUR SPECIFICATIONS

Custom add-on options include: 

•	 Quad and Dual Core Atom procesors

•	 802.11 WiFi

•	 M.2 KeyB 2242 SATA storage

•	 4GB Soldered Down Memory

•	 RTC Battery

•	 Extended Temperature screening

APPLICATIONS
•	 Industrial IoT (IIoT) network and 

cloud computing

•	 Cyber security edge devices for 
networks, ICS and SCADA threat 
security

•	 Secure networking (routing, traffic 
monitoring and gateways) 

•	 Intelligent machinery and equipment 
controllers

•	 Unmanned or autonomous vehicle 
mission / payload computing

•	 Traffic Engineering

•	 Wind turbine datalogging and 
collision avoidance

•	 Oil and Gas 

•	 Kiosk and ATM applications

TECHNICAL SPECIFICATIONS
Shown: Chassis with customizable WiFi SMA connector, USB2.0 & DB9.

FEATURES FUNCTIONS

Memory 4GB DDR3-1333MHz (soldered onboard)

Graphics
Display Port (2560x1600); BIOS option for HDMI 

(1920x1200) using DisplayPort cable

SATA Flash Storage 1x M.2 Socket Key B, 2242

Input / Output
2x 100/1000 LAN, 1x USB2.0, 1x USB3.0, 1x 

Display Port

Input Voltage
20-30 VDC; 24V Nominal 

Optional Vin Ranges = 12-24V or 20-36V

Operating Temperature
Standard Temp = -20C to 60C Standard   

Ext. Temp = -40C to 75C with conduction cooling

Operating System Linux and Windows 7 and 10 compatible

Mounting Options DIN Rail; VESA 50mm x 50mm; Direct Mount

Ultra-Compact: 1.3” x 3.4” x 3.2” (33mm x 86mm x 81mm)

Weight: 12.3 oz (350 grams)


